
PUNCHING

HIGH PERFORMANCE PUNCHING TOOLS



 
 

QR code identification for the 
complete tool management 
solution

 
Tool-free punch height adjustment 
without guide removal by push 
button

 
Elimination of punch guide marking 
on the component due to special 
polish on stripper plate surface

TOOL-FREE HEIGHT  
ADJUSTMENT

2

1

3

(Except round punch/guide with 
 anti-rotation pin)

High-speed nibbling 
(M696)

6.35 mm

- Station A (1/2") 5.5 mm
- Station B (11/4") 7.0 mm 
(for thickness 3 mm)

Adjustable in increments of 0.15 mm

EASY TOOL- FREE  
DISASSEMBLING  BY  
PUSH-BUTTON

MARK-FREE TOOL GUIDE7

Noticeable mark

Special 
polished 
surface

No mark appears

ID MARKING 

MAXIMUM WORKABLE  
THICKNESS

MAXIMUM GRINDING 
VALUE  

SOLID PUNCH BODY  
FOR RIGIDITY & 
INTERCHANGEABILITY
WITH PREVIOUS RANGE

CONTROL QUALITY WITH  
ID TOOLING

QUICK AND EASY SETUP

QUICK AND EASY MAINTENANCE

ROBUST AND ADAPTABLE

4

5

6

OPTION

FAULTLESS RESULTSFAULTLESS RESULTS
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7 INNOVATIVE NEW FEATURES


